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Vendor ID Label Placement 
The Vendor ID / Fabrication Date decal should be approximately 4” wide by 3” tall, contain the full name, city and state as well as the 

company contact phone number displayed as well as listing the fabrication date, all in a minimum of ¼” font.  The vendor may choose to 

install two individual decals displaying the Vendor ID and a Fabrication Date; these should also be approximately 4” wide with total 

combined height being approximately 3”.  If individual decals are used, they shall be placed in close vertical proximately to each other 

so information is displayed similar to the one piece decal.  These decals and all their legend shall be fabricated to last the life of the sign.  

The examples below are general guidance for decal layout, an option to printing the specific fabrication date would be to print the 

months off the year along one edge of the decal and a series of years along another and use a hole punch mark out the month and year 

the sign was fabricated.  Colors are optional; however the legend shall be a contrasting color to the background to provide legibility.  If a 

subcontractor fabricates the sign for the prime contractor, a decal shall be provided to indicate both the prime and subcontractors. 

The Vendor ID / Fabrication Date decal shall be placed on the back of 

the sign in the lower right corner of a rectangle or right corner of a 

diamond so decal.  Smaller signs, such as a R10-3b pedestrian push 

button sign, the decal can be placed along the right edge of the sign.  

The MoDOT ID Decal will also be placed on the back of these types of 

signs when the sign face has insufficient room to display the ID on the 

front of the sign.  Typical ID / fabrication date decal locations shown 

below. 


